
13. (Amended) A measurement probe support having a pivot including a bearing 
arrangement according to claim 1 , 

14. (Amended) A support for a measurement probe comprising an articulatable 
wrist providing two axes of rotation for the probe, at a first axis there being provided a 
bearing arrangement as claimed in claim 1, the bearing arrangement being connected to a 
spindle having an extension extending beyond the bearing arrangement in the direction of the 



17. (Amended) A support for a measurement probe as claimed in claim 14 
wherein the said bearing arrangement comprises a ball in a recess and the extension extends 
beyond the ball. 



Claims 1 - 17 are pending. By this Preliminary Amendment, claims 4,5,8,10,1 1,13,14 
and 17 are amended to remove multiple dependencies. Prompt and favorable examination on 
the merits is respectfully requested. 

The attached Appendix includes marked-up copies of each rewritten claim (37 C.F.R. 



first axis. 
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APPENDIX 

Changes to Claims: 

The following are marked-up versions of the amended claims: 

4. (Amended) A bearing arrangement as claimed in claim 1 any of claims 1 to 3 
wherein the two parts of each of the bearing assemblies include a female part having a recess 
or aperture and a male part acceptable into the recess or aperture. 

5. (Amended) A bearing arrangement as claimed in claim 1 any on e of claims 1 
te-3-wherein, at at least one of the said two assemblies the contact is sliding contact. 

8. (Amended) A bearing arrangement as claimed in claim 1 claims 1 to 7 
wherein at least one of the two parts is formed of a plastics material. 

10. (Amended) A bearing arrangement as claimed in claim 1 a ny one of claims 1 
te^wherein the contact is rolling contact and the parts include a ball race. 

1 1 . (Amended) A bearing arrangement as claimed in claim 1 any preceding claim 
wherein the resilient displacement of the plane is provided by a resiliently movable female 
part. 

13. (Amended) A measurement probe support having a pivot including a bearing 
arrangement according to claim l ony one of claims 1 to 12 . 

14. (Amended) A support for a measurement probe comprising an articulatable 
wrist providing two axes of rotation for the probe, at a first axis there being provided a 
bearing arrangement as claimed in claim l anv on e of claims 1 to 10 , the bearing arrangement 
being connected to a spindle having an extension extending beyond the bearing arrangement 
in the direction of the first axis, 

17. (Amended) A support for a measurement probe as claimed in claim 14 a ny- 
on e of claims H to 16 wherein the said bearing arrangement comprises a ball in a recess and 
the extension extends beyond the ball. 
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